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20-9”"

UTILITY WASHINGTON POSTLITE SERIES, 175 WATT
MH, 120 VOLT, BLACK, LUMINAIRE WITH GOLD
SPIKE FINIAL, BAND & RIBS ("HOLOPHANE”
WAU1 75MH 12B566—H OR EQUIVALENT.)

NORTHBROOK SERIES, BLACK, CAST ALUMINUM 180° CROSS
ARM ("HOLOPHANE” NP28—CA/BK OR EQUIVALENT.)

GFl ELECTRICAL OUTLET RECEPTICLE ("HOLOPHANE”
RS/GFl/WPIS OR EQUIVALENT.)

24” BANNER ARM & 17 EYEBOLT ("HOLOPHANE”
BA24H/1/BO—EB/BO—-CA/BK OR APPROVED FQUAL.)

NORTH YORKSHIRE SERIES, BLACK, 17
INCH BASE, CAST IRON STEEL POST
("HOLOPHANE” NY14/17—-CIS/BK OR
APPROVED EQUAL.)
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(SEE DETAIL THIS SHEET)

POLE DETAIL

SCALE: 1" = 4

\'\CO/VC/?ETE BASE TO BE CONSTRUCTED

BY OWNERS CONTRACTOR
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#4 REPAR HORZ.

TIES SPACED
72”7 0.0 —— |

(4) #5 REBAR—1
VERTICAL

™~

GROUND POLE TO A 5/8”

X 8 COPPER WELD
GROUND ROD. USE
APPROVED CLAMPS.

PVC CONDUIT

7O RIGID CONDUIT.

tTRA/\/S/T/O/V FROM PVC

RIGID CONDUIT

BASE DETAIL

SCALE: 17 = 27

~——CONCRETE MIX
WITH 3/4” AGGREGATE.

79" DIA

| ——GOLD ALUMINUM SPIKE FINIAL

| ——— REMOVABLE GLASS TOP
COVER REFLECTOR

| —— PRISMATIC GLASS REFLECTOR

GOLD RIBS, BAND AND
/ MEDALLIONS

FPRISMATIC GLASS REFRACTOR

43-15/16" NOM. HEIGHT

ELECTRICAL MODULE WITH
TWISTLOCK PHOTOCONTROL
RECEPTACLE

4
LF LUMINAIRE HOUSING

SET SCREWS
/sup;/rme FOR NOMINAL
3" DIA. TENON

J
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LUMINAIRE DETAIL

SCALE: 12" =17

10”¢
OPENING

DOOR OPENING

12”9
BOLT CIRCLE

3/4"8 X 24" HHOT DIP
GALVANIZED L—TYPE ANCHOR
BOLTS (4 PER POST)

CONNECTION DETAIL

SCALE: 1,/2” = 1’
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